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Abstract 
The purpose of this work is to propose a tradespace exploration framework for the design and system analysis of 
Stirling engines. The framework can be used to execute trade studies for different objectives. The framework obtains 
Pareto frontiers of optimal designs by evaluating performance (power, efficiency) and cost metrics for 750 Stirling 
engine design alternatives. The proposed system design framework integrates four domain models. An engine cycle 
thermodynamic model is to calculate engine cycle and performance parameters. A heat exchanger model is to estimate 
areas of heat exchangers. An economic model to predict the capital cost of the engine system. And a tradespace model 
based on five design parameters identified as drivers of the design: Stirling engine type (alpha, beta, or gamma), 
engine bore, stroke, hot space temperature, and cold space temperature. The results of the model shed insights on the 
design of Stirling engines and develop guidelines to identify the most suitable combinations of engine architectures 
and design parameters to address specific applications. The paper shows how the proposed framework can be applied 
to the design of Stirling engines for two different applications, namely waste heat recovery and combined heat and 
power generation for residential real estate units. Considering the identified customer needs for these two applications, 
the results of the study indicate that alpha-type Stirling engines are more appropriate for industrial waste heat recovery, 
e.g. heat treating furnaces and cement kilns, having a power output 50% higher for a given efficiency then other engine 
types. Beta-type engines result more beneficial for residential combined heat and power generation. Gamma-type 
engines result advantageous for low power applications such as toy models and tool kit engines. 
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1. Introduction 
Stirling engines (SE) are prime movers that employ an external combustion mechanism to generate heat and power 
for a variety of uses. The Stirling engine architecture has been considered for a wide array of applications, including 
combined heat and power generation (CHP)1,2, solar power utilization3,4, underwater vehicle5,6, and deep-space 
exploration7,8. Compared to other prime movers, the main advantages of Stirling engines include an external 
combustion process that allows operating the engine with higher reliability, cleaner emissions, lower noise and 
vibrations1. These characteristics make the Stirling engine an interesting solution for residential and small-size 
business CHP-generation where reliable, fuel-flexible, and cleaner power generation is required9. As part of their 
operations, Stirling engines can utilize an external heat supply from hot gases. This characteristic makes these engines 
suitable to be used for waste heat utilization10, a commercial application currently receiving an increased interest from 
industry11. 
Nomenclature 
, ,h k rD  heat-transfer coefficients of heater, cooler, and regenerator correspondingly 
Db  engine bore 
ptX   engine piston speed 
Peng  average engine cycle pressure 
, ,Th k r  temperatures in heater, cooler, and regenerator correspondingly 
, ,Awh k r  wetted areas in heat exchangers for heater, cooler, and regenerator correspondingly 
,Win out  heat supplied in and out the engine 
The goal of this paper is to propose a tradespace exploration framework for the design of Stirling engine systems 
and guide designers in the process. The framework identifies Pareto optimal designs by evaluating performance 
(power, efficiency) and cost metrics for 750 Stirling engine design alternatives. The proposed tool is demonstrated 
identifying optimal design alternatives for Stirling engines for Waste Heat Recovery (WHR) industrial applications 
and Combined Heat Power (CHP) generation for residential and small business applications. The framework can also 
be applied to study additional use cases for Stirling engines; it is therefore of general interest to the Stirling engine 
design community. Lastly, the framework can also be used as an analytic basis to compare performance and cost of 
Stirling engines to other types of prime movers and provide recommendations to engine designers. 
The remainder of this paper is structured as follows. Section 2 provides further background on previous research 
and development efforts on Stirling engines and system design methods. Section 3 defines the design framework that 
has been developed for the optimization of the design of Stirling engines under performance and cost evaluation 
metrics; the section also discusses the validation of the framework through benchmark with known Stirling engine 
designs. Section 4 describes results of tradespace exploration based on the proposed framework, and successively uses 
the tradespace to identify optimal Stirling engine designs for the WHR and CHP case studies described previously. 
The section illustrates the results for these two cases and derives recommendations for engine designers. Lastly, 
Section 5 draws conclusions from the paper and lays out avenues for future research. 
2. Background 
The advancement in development and commercialization of Stirling engines has been historically prevented by 
two primary limiting factors, namely limited commercial applications, and technological issues12,13. Two exception 
areas where Stirling engines have been more successful are CHP and Solar power generation due to raised awareness 
in climate change by industry14, the deregulation of the power industry, and the aging of the centralized power 
infrastructure currently in use in many countries15. Technological issues hindering the development of Stirling engines 
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include lubrication, weight and size, and control of the engine12,13. The technological issues mentioned are factors that 
lead to high capital costs for the engine, hence making this solution non-attractive for applications where traditional 
internal combustion engines have been historically more successful. Nevertheless, investments in Stirling egine 
technology hold the promise to overcome these issues, hence lowering capital costs and making these prime movers 
attractive to the market. 
There is a number of works that tackled the interdependencies of technical parameters and their impact on capital 
costs in the design process of Stirling engines. Hongshu et al. (2012)16 has analyzed key issues to be addressed when 
designing a Stirling engine, including ideas on thermodynamic and kinetic coupling. On the other hand Gheith et al. 
(2012)17  has performed detailed analysis of design parameters interaction in a Stirling engine. The design parameters 
they considered include heating temperature, cooling water temperature, charge pressure, and the operation time. 
However, while previous research developed sophisticated thermal, kinematic, or mechanic models in support of the 
design process, there is a gap in system design models for tradespace exploration applied to the Stirling engine design. 
A comprehensive analysis of this design problem needs to account for the economics of the engine, intimately 
integrated to the understanding of the thermodynamics and mechanical aspects involved in the design. Being thus a 
multi-criteria design problem, the early stage study of Stirling engine systems could benefit from the insights obtained 
by formulating and solving a corresponding multi-objective optimization problem18. However, the key disadvantage 
of multi-objective optimization is a need for a priori set of constraints and optimizing objectives with their relative 
ranking by a decision-maker. The design by shopping paradigm identified by Balling (1999)19 allows decision-makers 
to gain an understanding of underlying relationships of different design variables prior to forming a final set of 
requirements and constraints. To support this approach, Balling states the need for research in the following two areas: 
1. interactive graphical computer tools to assist decision-makers in the shopping process 2. Efficient methods for 
obtaining Pareto frontiers. To developed first objective indicated by Balling, Stump et al. (2004)20 focuses on 
developing a graphical user interface that allows decision-makers to implement a design by shopping paradigm. In 
this work we focus on the second objective proposed by Balling and develop a framework for obtaining Pareto 
frontiers for Stirling engines design. It is a common problem to formulate decision-maker requirements that will have 
similar metrics to be applied in system model analysis. Ross et al. (2004)21 proposes a math-based approach of 
aggregating decision-maker requirements. The approach quantifies and tracks decision-maker requirements instead of 
assuming a decision-maker requirements based on invalid metrics and fixed requirements. This work assumes that the 
decision-maker requirements is to maximize power and efficiency, and minimize capital cost of the engine. The work 
of Kim et al. (2013)22 and Min (2011)23 improves Model-Based System Engineering by proposing a tool that allows 
to connect system modeling (SysML) and domain models analysis using an interface provided by the process 
integration and design optimization (PIDO) framework. This allowed to connect SysML with various engineering 
tools such us CAD/CAE, legacy codes, mathematical solvers, and spreadsheets. In our work, domain models and the 
system model are developed from the outset as one framework. However, future work will require the implementation 
of multidisciplinary tools. At that point a PIDO framework will need to be developed. It will require also implementing 
SysML language to efficiently execute system and domain level analysis. The following section proposes a possible 
approach to Stirling engine systems analysis, which in this paper is formulated as a Stirling Engine Design Framework. 
3. Stirling Engine Design Framework 
This section describes the formulation and the underlying assumptions of the proposed Stirling engine system 
design framework. The framework allows to obtain Pareto frontiers and study the effect of different design parameters 
of the engine, namely heating and cooling temperature, engine bore and stroke, and engine type – alpha, beta, gamma 
– evaluating their effect on system-level technical and economic figures of merit, including power, efficiency, and 
capital cost. The proposed design framework integrates four interdependent domain models (Fig. 1): (i) a 
thermodynamic cycle model for engine cycle parameters estimation, (ii) a heat exchange model to estimate cooling 
and heating surface areas of heat exchangers, (iii) an economic model for the estimation of capital cost of Stirling 
engine designs, and (iv) a tradespace model24 identifying tradeoffs between different engine architectures. The models 
i, ii, and iii feed each other as indicated by the arrow in Figure 1. The tradespace model enumerates possible engine 
architectures, generate a tradespace based on models i, ii, and iii, and provides graphics for downsizing the tradespace 
to identify Pareto optimal engine architectures. The following paragraphs describe the four building blocks of the 
framework. 
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3.1. Thermodynamic cycle model 
The thermodynamic cycle model includes equations to estimate performance for three different Stirling engine 
types: alpha25, beta26, and gamma27. The key difference between engine types is in kinematic schemes. Without 
considering in details the dynamic relations for the schemes, the equations allow calculating cycle thermodynamic 
parameters that include cycle pressure, temperature, engine power, and cycle efficiency. These parameters will be 
later used for estimations of the engine capital cost. Model equations are used or adapted from the work of Martini 
(1983)25 and from the first-principle mechanics modeling. 
3.2. Heat exchangers model 
The heat exchangers model includes equations that are used to calculate heat transfer coefficients and consequently 
the area of heat exchangers. Heat transfer coefficients are estimated using two different models. First a parametric 
model is used, with heat transfer coefficient parametric relationships derived from the work of Toda et al. (1991)28 
who based results on experimental testing of small Stirling engines. This work provides empirical equations for heat 
transfer coefficients in engine heat exchangers linked with engine cycle parameters, as follows. 
The heat transfer coefficient used for sizing the heater is estimated as follows: 
0.42 0.58 0.58 0.190.042D P Th b pt eng hD X   (1) 
The heat transfer coefficient used for sizing the cooler is estimated as: 
0.47 0.53 0.53 0.110.0236D P Tk b pt eng kD X   (2) 
In addition to this parametric estimate, the heat transfer coefficients are also calculated using non-dimensional 
characteristics of the V161 Stirling engine obtained from the work by Garcia et al. (2014)29. This model assumes the 





   (3) 
Wetted area and engine swept volume are derived for the heater, regenerator, and cooler of the V161 Stirling 
engine, as illustrated in Table 1. The wetted area for regenerator is calculated using only the relation described in 
Table 1 due to the lack of empirical estimations for the regenerator heat transfer coefficient. The wetted area surfaces 
for the heater are estimated as: 
 
WinAwh T Th h kD
   (4) 
Likewise, the wetted area surfaces for the cooler can be sized as: 
 
WoutAwk T Tk r kD
   (5) 
In the relations (3) and (4) it is assumed that the wall of heat exchangers is a perfect thermal conductor and therefore 
has no temperature change through the wall. For system level model this assumption is considered as acceptable but 
has to be revised for a more detailed design.  
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Fig. 1. Stirling engine design framework 
The two heat transfer coefficient estimates are then compared; if the difference between estimates fall within a 
predefined threshold ߝ ൌ ͵ͲΨ, the result obtained with the first model is used; otherwise, the results from the model 
derived from Garcia is used. The rationale behind this choice is the fact that Garcia’s model was derived from 
empirical data of high output Stirling engines that are closer to the applications considered in this paper. Reconciliation 
of these two models with additional data will form part of future work. 









The outputs of the model are validated using available data from the V161 engine. This empirical data is used to 
validate modeling for alpha-type engines, while the engine design guide provided in Martini’s work26 is used to 
validate the models of beta-type and gamma-type engines. Table 2 shows the results of calculation by the model for 
the engine with input design parameters of V161 Stirling engine.  
Table 2. Results of calculation of wetted areas using the Toda’s and Garcia’s methods 
Element 
Toda’s method 
 2A mwi   
Garcia’s method 
 2A mwi  
Reference case 
Stirling V161 
Heater 0.18 0.14 0.14 
Regenerator - 2.47 2.47 
Cooler 0.12 0.12 0.12 
3.3. Engine capital cost economic model 
Heat transfer coefficients are used as primary drivers for the cost estimating relationships for the engine, which 
form the economic model for engine capital cost prediction. The economic model estimates capital cost associated 
with four key elements of the engine: cooler, heater, regenerator, and the bulk engine itself. These cost equations are 
derived from the work of Ferreira et at. (2014)30. The cost model derived from Ferreira estimates capital cost of the 
entire engine unit, as well as the cost of its key elements – bulk engine, heater, regenerator, and cooler – as a function 
of main engine design parameters. 
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3.4. Tradespace model 
The fourth model integrated in the design framework is a tradespace model31 of the Stirling engine. The tradespace 
model allows the identification of Pareto optimal SE architectures based on desired system requirements. Table 3 
illustrates the design parameters that have been considered in the model. The total number of engine architectures 
generated by the model illustrated in Table 4 is 750. The small size of this tradespace allows a full combinatorial 
exploration of all design alternatives. Engine cost (to minimize), engine power (to maximize), and engine efficiency 
(to maximize) are used as evaluation metrics for the tradespace in order to identify Pareto-optimal designs. Figure 3 
in the Results section illustrates the tradespace under these different dimensions. 
Table 3. Design parameters of the tradespace study and their range 
Design parameter Unit Range Reference case, Stirling V161 
Engine type - Alpha, beta, gamma Alpha 
Bore m [0.05:0.01:0.09] 0.068 
Stroke m [0.04:0.01:0.08] 0.0536 
Hot space temperature K [800:25:900] 898 
Cold space temperature K [273:25:400] 334 
3.5. Design Framework validation 
The framework is validated with a benchmark with empirical data on the V161 Stirling engine25,26,27,30. Table 4 
illustrates the results of the validation and shows that the accuracy of the model is suitable for the purpose at hand of 
conducting tradespace exploration in a preliminary design phase. A bottom-up cost estimating approach was also used 
to increase confidence on the validation, using cost data available to the authors provided as a courtesy of the Russian 
start-up company Thermal Motors LLC that develops 5 kW prototype Stirling engines. The small difference in results 
provided by the model and the bottom-up approach provided additional confidence on validity of the model. 
Table 4. Model validation by parameters of the Stirling engine V161 
Parameter Unit Model Reference case, Stirling V161 Error, % 
Swept volume cm3 194.66 194.55 <1% 
Maximum pressure MPa 15.03 15.00 <1% 
Mean pressure MPa 9.26 9.5 3% 
Nominal electric output kW 7.73 7.50 3% 
Electrical efficiency % 21.3 24.0 13% 
Engine capital cost € 23 354 (100%) 21 400 (100%) 8% 
Engine bulk cost (share %) € 9 179 (39.3%) 7 884 (36.8%) 14% 
Heater cost € 7 126 (30.5%) 6 089 (28.5%) 15% 
Regenerator cost € 4 112 (17.6%) 4 916 (23.0%) 20% 
Cooler cost € 2 937 (12.6%) 2 509 (11.7%) 15% 
3.6. Application of the framework to identify a dominant design in different fields of use 
The study of system design requirement using the developed Stirling engine system design framework was 
conducted for two potential applications: waste heat recovery (WHR) and combined heat and power (CHP) generation. 
Stakeholders and potential customers interviews were conducted to formulate system-level and design-level 
requirements that have been used as inputs to the design framework. The following section discusses the results that 
have been obtained by the application of the framework for the two applications being considered, and illustrates how 
results drive the formulation of recommendations on high-level design decisions to engine developers. 
4. Results 
This section illustrates the results of the framework as follows. First, an example of design parameter interaction 
is illustrated for 750 alpha-type Stirling engine architectures for WHR and CHP applications. Successively, the 
tradespace of architectures for alpha, beta, and gamma engines is shown and evaluated under cost, power, and engine 
efficiency metrics. Lastly, the section illustrates a sensitivity analysis of capital cost on engine design parameters.  
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Fig.2. Alpha-type engine, architectures colored by different design parameters: (a) bore, (b) stroke, (c) hot space temperature, (d) cold space 
temperature 
4.1. Tradespace exploration study 
Figure 2 shows the Stirling engine tradespace under four different combinations of cost, power, and engine 
efficiency metrics. Engine architectures are color coded by different values of design parameters. The analysis that 
follows considers Pareto optimality as defined by pairs of evaluation metrics. It is assumed that the decision-maker 
requirement is to maximize power and efficiency, and minimize capital cost of the engine. It is shown how the increase 
of bore and stroke size generally leads to the increase of engine’s cost and power. Conversely, the increase of cold 
space temperature leads to a decrease of power and cost. Changes of the expansion space temperature and stroke allow 
having more trades in architectures with similar performance characteristics. Regions with stronger parameter 
interactions are indicated by red circles in the Figure 2. Figure 3 shows the tradespace color-coding engines by 
architecture type: alpha, beta, and gamma. The analysis shows how alpha-type engines hold an advantage on other 
architecture in terms of cost-power tradeoff. It can be observed how each architecture type is Pareto optimal for a 
given power range. Gamma type engines are optimal for power outputs lower than 3 kW; beta type engines are 
dominant designs for an output power between 3 kW and 6 kW. Alpha-type engines dominate other designs for an 




Fig. 3. Engine architecture tradespace, (a) Cost-Power tradeoff; (b) Cost-Efficicency tradeoff; (c) Power-Efficiency tradeoff 
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Fig. 4. Alpha-type, main effects of (a) bore; (b) stroke; (c) hot temperature, (d) cold temperature (from left to right) on engine cost 
Different conclusions can be drawn when considering the tradespace for cost and efficiency evaluation metrics. 
For this pair of objectives, beta type engines predominantly dominate alpha-type and gamma-type designs. However, 
in the range of low efficiencies (<15%) gamma-type engines are dominant. Conversely, the analysis of the tradespace 
for power and efficiency metrics shows that the alpha-type engine clearly dominates beta and gamma designs in all 
regions.  
4.2. Sensitivity analysis 
A sensitivity analysis was conducted to observe the influence of each architectural design parameter – bore, stroke, 
hot and cold temperatures on power, efficiency, and cost. As an example, Figure 4 illustrates the main effects of design 
parameters on the capital cost of the engine. Engine cost is less sensitive to the change of stroke, for instance, than to 
the change of bore size. Change of temperatures in hot and cold spaces produce close to similar effect on the engine 
cost, with hot space being more effective. The next section represents two case studies of applying the framework to 
design Stirling engine for two different applications. 
4.3. Case study: Combined Heat and Power and Waste Heat Recovery application for Stirling engines 
Two different applications for Stirling engines, drawn from industry and the residential market, are considered as 
use cases for this paper. This discussion hence illustrates how the Stirling Engine Design Framework may be used to 
set system-level requirements for Stirling engines. Table 5 illustrates the needs of the two user categories of interest, 
and their mapping to system-level requirements for the engine design. 
Table 5. System level requirements for Stirling engine 









Maximizing efficiency of 
waste heat recovery process 
Alpha type engine 
Power output 11 kW 
Efficiency – 30% 
Engine cost $23 000 
Bore -0.08 m 
Stroke – 0.08 m 
Hot temperature 850 K (577 °C) 
Cold temperature 298 K (25 °C) 
Heat treating furnace 
Cement kiln 
Replacing power 
from the grid by 
autonomous 
generation 
Maximizing power output 
of waste heat recovery 
process 




Low initial cost of 
equipment 
Minimizing capital cost Beta type engine 
Efficiency – 25% 
Engine cost – $18 000 
Power output – 5 kW 
Bore – 0.05 m 
Stroke – 0.05 m 
Hot temperature – 800 K (527 °C) 
Cold temperature 298 K (25 °C) 
Low cost of fuel Maximizing efficiency of 
generation 
566   Dmitry Smirnov and Alessandro Golkar /  Procedia Computer Science  44 ( 2015 )  558 – 567 
Two primary needs have been identified as characteristic of industrial applications: optimize technological 
processes, and to reduce electricity payments to the centralized power grid. Needs can then be mapped to system level 
requirements, namely the maximization of efficiency and maximization of power outputs. Maximization of efficiency 
means that the maximum amount of useful energy is recovered for each unit of waste heat supplied. On the other hand, 
maximization of power outputs means that one converter will need to produce as much power as possible in a given 
range of design parameters. In a similar fashion, Figure 2 helps to identify the remaining design parameters of the 
alpha-type engine. The model identified higher temperature values for this engine architecture to be optimal; this result 
thus suggests that this engine type could be optimally employed for waste heat industrial applications - heat treating 
furnace and cement kiln. These applications were derived from the classification of waste heat potential for different 
industries, provided by the US Department of Energy32. 
5. Discussion 
The development of the framework helped to support complex system level recommendations in Stirling engines 
design for the two intended WHR and CHP applications. Alpha-type Stirling engine designs are advantageous over 
beta and gamma to minimize capital cost while generating more electricity at the same time. Nevertheless, the 
framework shows how alpha-type engines are not advantageous in all ranges of engine output powers. Each engine 
type appears to be power-cost Pareto optimal for a specific output power range. It is therefore important to know early 
in the design the power output range of interest to the customers to be targeted. Another important conclusion of the 
study conducted the beta-type engines feature advantages in terms of maximizing efficiency while minimizing capital 
cost of the engine design. This conclusion is valid in almost the entirety of the range of calculated efficiencies, with 
the exception for low efficiency – low cost engine design, where gamma engines hold an advantage. Wide 
commercialization of low power – low cost gamma engines already in place in industry33,34,35 is an empirical proof for 
advantageous architectures of gamma type engines for low power applications (such as model toys and tool kits). 
6. Conclusions 
The proposed system framework for Stirling engine design allows to couple technical and economic parameters of 
the engine to conduct tradespace exploration and formulate recommendations to engine designers to identify non-
dominated engine designs. The framework allows a reduction of the amount of time and resources required to find 
non-dominated engine design, while comprehensively looking at a broad array of engine alternatives, compared to the 
heuristic “trial and error” approach commonly used in industry. The study presented in this paper reveals a preference 
on alpha-type engine designs for industrial waste heat recover, and beta-type engines for combined heat power 
generation for residential use, under the requirements elicited through stakeholder interviews of potential customers 
for the engine. Gamma-type engine designs prove to be effective and efficient design solutions only at the range of 
small power outputs, as also witnessed by the wide use of this type of Stirling engines in the toy and residential tool 
kit industries in the market. 
Acknowledgements 
The authors would like to thank Thermal Motors LLC for providing valuable information to validate the framework 
and study the application fields. Dr.Sc. Maxim Kukolev, Chief Designer of the company, for his comments and 
suggestions on the results of the study; Ignasi Lluch Cruz, a researcher at Strategic Innovation Research Group (SIRG, 
Skoltech), for valuable insights into tradespace exploration; Dr. Natalya Gorbacheva, a researcher at the Center of 
Entrepreneurship and Innovation (Skoltech), for her suggestions regarding reference cost estimation and application 
fields study. Dr. Christianna Taylor (SIRG, Skoltech) for important editorial suggestions and criticism. 
References 
1. Dan Scarpete, Nicolae Badea. Stirling Engine: An Emerging Prime Mover for Micro-CHP Systems. Proceedings of the ASME 2010 10th Biennial 
Conference on Engineering Systems Design and Analysis. July 12-14, 2010, Istanbul, Turkey. 
2. I. Obernberger, H. Carlsen, F. Biedermann. State-of-art and future developments regarding Small-Scale biomass CHP systems with a special 
567 Dmitry Smirnov and Alessandro Golkar /  Procedia Computer Science  44 ( 2015 )  558 – 567 
focus on ORC and Stirling Engine Technologies. Proceedings to the International Nordic Bioenergy conference, 2003. 
3. Artin Der Minassians, Seth R. Sanders. Stirling Engines for Distributed Low-Cost Solar-Thermal-Electric Power Generation. Journal of Solar 
Energy Engineering, February 2011, Vol. 133 / 011015-1. DOI: 10.1115/1.4003144 
4. Francisco J. García, Granados Manuel A. Silva Pérez, V. Ruiz-Hernández. Thermal Model of the EuroDish Solar Stirling Engine. Journal of 
Solar Energy Engineering. February 2008, Vol. 130 / 011014-1. DOI: 10.1115/1.2807192 
5. Reader, G.T., Walker, G. ; Fauvel, O.R. Stirling power for AUVs. Energy Conversion Engineering Conference, 1989. IECEC-89., Proceedings 
of the 24th Intersociety. 6-11 Aug 1989, Washington, DC. 10.1109/IECEC.1989.74795 
6. Hawley, J.G., Reader, G.T. A knowledge based aid for the selection of autonomous underwater vehicle (AUV) energy systems. Autonomous 
Underwater Vehicle Technology, 1992. AUV '92., Proceedings of the 1992 Symposium, 2-3 Jun 1992. 10.1109/AUV.1992.225176 
7. Henry Oman. New Technology Starts New Era of Space Exploration. Conference Report, IEEE A&E SYSTEMS MAGAZINE, APRIL 2005. 
8. Valerie J. Lyons. Aerospace Power Technology for Potential Terrestrial Applications. NASA Glenn Research Center, Cleveland, Ohio. 
Energytech, 2012 IEEE. 10.1109/EnergyTech.2012.6304690 
9. Micro-CHP Technology Assessment and Benchmarking. EPRI, Palo Alto, CA: 2009. 1018977 
10. Yingxiao Yu; Zhaocheng Yuan ; Jiayi Ma; Shiyu Li. Design and simulation of exhaust gas waste heat recovery system of gasoline engine based 
on Stirling cycle. International Conference on Renewable Energy and Environment (ICMREE), 2013 Chengdu, IEEE. 3 855-859.  
11. Waste Heat Recovery System Market by Application (Steam & Electricity Generation, Pre-heating, and Others), and End-Use Industry 
(Petroleum Refining, Metal Production, Cement, Pulp & Paper, Chemical, and Others) - Global Trends & Forecast to 2018. Markets and Markets. 
April 2014. Report Code: CH 2382.  
12. Stirling Engine Assessment, EPRI, Palo Alto, CA: 2002. 1007317. 
13. Ivan C. Oelrich, Frederick R. Riddell.  Evaluation of Potential Military Applications of Stirling Engines. Institute for Defence Analysis. July 
1988. MDA 903 84 C 0031 
14. Robert K. Kaufmann, Sucharita Gopal, Xiaojing Tang, Steve M. Raciti, Paul E. Lyons, Nick Geron, Francis Craig. Revisiting the weather effect 
on energy consumption: Implications for the impact of climate change. Energy Policy 62 (2013) 1377–1384 
15. Martin Geidl, Gaudenz Koeppel, Patrick Favre-Perrod, Bernd Klöckl, Göran Andersson1, Klaus Fröhlich. The Energy Hub – A Powerful 
Concept for Future Energy Systems. Third Annual Carnegie Mellon Conference on the Electricity Industry, 13 – 14 March 2007.  
16. Hongshu JIA㸪 Guotong Hong 㸪Ning Cheng㸪 Wei Li. Key Techniques for Designing Free Piston Stirling Engine. Power and Energy 
Engineering Conference (APPEEC), 2012 Asia-Pacific. 10.1109/APPEEC.2012.6306874 
17. Ramla Gheith, Fethi Aloui, Sassi Ben Nasrallah. Optimization of a Stirling Engine performance: a study based on experiments design approach. 
Proceedings of the ASME 2012 Fluids Engineering Summer Meeting FEDSM2012. July 8-12, 2012, Rio Grande, Puerto Rico. FEDSM2012-
72239 
18. Hwang, C.-L. and Masud, A. S., 1979, Multiple Objective Decision Making - Methods and Applications, Lecture Notes in Economics and 
Mathematical Systems, Springer-Verlag, New York. 
19. Balling, R., 1999, “Design by Shopping: A New Paradigm,” Proceedings of the Third World Congress of Structural and Multidisciplinary 
Optimization (WCMSO-3), Buffalo, NY, pp. 295-297.  
20. Gary M. Stump et al. Trade Space Exploration of Satellite Datasets Using a Design by Shopping Paradigm, IEEE Aerospace Conference, 2004 
21. Adam M. Ross, Daniel E. Hastings, Joyce M. Warmkessel, and Nathan P. Diller. "Multi-Attribute Tradespace Exploration as Front End for 
Effective Space System Design", Journal of Spacecraft and Rockets, Vol. 41, No. 1 (2004), pp. 20-28. doi: 10.2514/1.9204 
22. Hongman Kim, David Fried, Peter Menegay, Grant Soremekun, Christopher Oster. Application of integrated modeling and analysis to 
development of complex systems. Conference paper. Conference on System Design and Engineering (CSER) 2013. Published by Elsevier. 
23. Byung I. Min. Aleksandr A. Kerzhner. Christiaan J. J. Paredis. Process Integration and Design Optimization for Model-Based Systems 
Engineering with SysML. Proceedings of the ASME 2011 International Design Engineering Technical Conferences & Computers and 
Information in Engineering Conference IDETC/CIE 2011 August 29-31, 2011, Washington, DC, USA 
24. Adam M. Ross and Daniel E. Hastings. The Tradespace Exploration Paradigm. 2005. INCOSE 
25. Demonstration Stirling Engine based Micro-CHP with ultra-low emissions. Rapport SGC 144. skt Gastekniskt Center – Mars 2004. 
26. William R. Martini. Stirling Engine Design Manual. Second edition. Richland, Washington. January, 1983. 
27. Shung-Wen Kang, Meng-Yuan Kuo, Jian-You Chen, Wen-An Lu. Fabrication and Test of Gamma-Type Stirling Engine. Energy and 
Sustainable Development: Issues and Strategies (ESD), 2010 Proceedings of the International Conference. DOI 10.1109/ESD.2010.5598787 
28. Fujio Toda, Shoichi Iwamoto, Masahiro Matsuo, Yuichi Umezane. Heat Transfer on a Small Stirling Engine Heat Transfer in Expansion 
Chamber Wall. March. Japan Institute of Marine Engineering, 1991.  
29. D. Garcia, M.A. Gonsalez, J.I. Prieto, S. Herrero, S. Lуpez, I. Mesonero, C. Villasante. Characterization of the power and efficiency of Stirling 
engine Subsystems. Elsevier. Applied Energy 121 (2014) 51–63 
30. Ana C. Ferreira, Ricardo F. Oliveira, Manuel L. Nunes, Luís B. Martins, and Senhorinha F. Teixeira. Modelling and Cost Estimation of Stirling 
Engine for CHP Applications. Proceedings of the 2014 International Conference on Power Systems, Energy, Environment. ISBN: 978-1-61804-
221-7 
31. Olivier L. de Weck, Marshall B. Jones. Isoperformance: Analysis and Design of Complex Systems with Desired Outcomes. October 25. Wiley 
InterScience 
32. Waste Heat Recovery:Technology and Opportunities in U.S. Industry. Prepared by BCS, Incorporated March 2008 
33. American Stirling Company. Web-site, last accessed 04.10.2014. http://www.stirlingengine.com/  
34. Stirlingshop. Web-site, last accessed 04.10.2014. http://www.stirlingshop.de/  
35. Stirling engine kits. Ebay web-site, wholesale retailer, last accessed 04.10.2014. http://www.ebay.com/bhp/stirling-engine-kits  
